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Overhead Air Ionizer (3-Fan)

Light, quiet, high performance overhead
ionizers to ensure a static-free work area. These
units have built-in auto-balance feature with an
out-of-balance alarm. All ionizers are CE
approved. 
 
The three fans are independent of each other
with individual controls and circuitry. It is very
easy to clean and maintain due to clip-on fan
covers. Auto-ion balance +/- 5V. The 3-fan
ionizer is 1000 x 145 x 65mm.  

Ozone Density Less than 0.007ppm.

Power Supply
Specifications

Safety Performance 

HV Output 

Air Volume 
Ion Balance 

AC100~240V   50/60 Hz.

3.9~9.76m^3/min 

Auto ion balance, 0±5V.
AC2200V.

Equipped with ion output
monitoring system.

Allowable
Temperature 

0~40ºC.

Capacity 36VA.

Weight 5kg.

Allowable Humidity 25~70%RH (no drops).

KS120H Supplied with: 
Mains power supply lead
and 2 hooks.

Product Code

Instruction manual supplied 
with each ionizer.

 
Euro plug available on request.
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Important Notice: The information contained within this spec sheet is for guidance only. We make no warranties expressed or
implied and assume no liability regarding any use of this information. Overhead Air Ionizer, March 9th 2020.


